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(57) ABSTRACT

A differential pressure sensor includes a containment body
defining a first and a second cavity separated by a separation
wall; a piston housed slidably in the first cavity and com-
prising a magnet; a magnetic sensor housed in the second
cavity near the separation wall for sensing the axial distance
of'the magnet from the separation wall; a positioning system
housed in the second cavity and having one portion of a first
axial end thereof which supports the magnetic sensor and is
elastically yieldable in an axial direction and away from the
separation wall, the positioning system being structured so
that when it is moved towards the separation wall, the
magnetic sensor contacts the latter before the positioning
system reaches an axial stroke end, said stroke end being
reached thanks to the above-mentioned elastic yielding.

13 Claims, 4 Drawing Sheets
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1
DIFFERENTIAL PRESSURE SENSOR WITH
MAGNETIC DISTANCE SENSOR

CROSS REFERENCE TO RELATED
APPLICATIONS

This application relates to and claims priority from Italian
App. Ser. No. IT M12013A000668 filed Apr. 23, 2013, the
entire contents of which are incorporated herein fully by
reference.

FIGURE SELECTED FOR PUBLICATION

FIG. 1

BACKGROUND OF THE INVENTION

1. Field of the Invention

The present invention relates to a differential pressure )

sensor. More particularly, the present invention provides a
differential pressure sensor with an improved sensitivity and
structure system.

2. Description of the Related Art

There are known differential pressure sensors, that is,
devices capable of sensing the difference in pressure
between two points of a circuit containing a fluid (liquid,
gas, vapor, etc) under pressure and to provide an output
signal, typically electric, representing this difference. Typi-
cally, such devices are used to sense the pressure difference
between two points respectively downstream and upstream
of'an element in a circuit under pressure, such as an oil filter.

Differential pressure transmitters of (hereinafter also only
‘transmitters’) are differential pressure sensors capable of
sensing a plurality, typically a continuum, of values of the
aforesaid pressure difference within a working interval. In
this respect they differ from differential pressure sensors of
the ON/OFF type (commonly called ‘electrical or electro-
mechanical differential” sensors), capable only of sensing
whether a threshold pressure difference has been reached.

One class of transmitters, characterized by a complex
structure and high industrial costs, separately senses the
value of the two pressures, which are subsequently com-
pared in order to provide the output signal representing their
difference.

Another class of transmitters directly senses the pressure
difference, the output signal being a function of that value,
and typically proportional thereto.

The latter type of transmitter typically comprises a piston
fluctuating inside a cylinder, the piston dividing the cylinder
into two chambers in which the fluid has substantially the
same pressure, respectively, as the aforesaid two points in
the circuit being monitored. The piston is subject to an axial
force, the modulus of whose resultant is a function of the
pressure difference, and the position of the piston inside the
cylinder depends on the axial force and on an elastic axial
force exerted by a spring interposed between the piston and
the cylinder.

The piston comprises, at an end axial thereof, a magnet
which is facing a bottom wall of the cylinder. In proximity
to the face opposite the bottom wall (typically in contact
with the opposite face) there is a magnetic sensor (for
example a Hall effect sensor) which enables a continuous
sensing of the distance of the magnet from the bottom wall.
A suitable electronic circuit translates the information pro-
duced by the magnetic sensor into a signal representing the
pressure difference.
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According to the Applicant the differential pressure sen-
sors of the prior art are not free of drawbacks. According to
the Applicant, for example, there is a problem related to the
positioning of the magnetic sensor in proximity to the
aforesaid bottom wall. Such positioning must in fact be
sufficiently precise, axially and/or radially, and stable over
time while simultaneously ensuring that the magnetic sensor
is not subjected to excessive mechanical stresses. This task
is made even more difficult by the fact that if the magnetic
sensor is mounted on an electronic card, the latter will
typically be produced with geometric tolerances that conflict
with the desired tolerances for the positioning of the mag-
netic sensor.

Accordingly, there is a need for an improved differential
pressure sensor that addresses at least one of the concerns
noted above.

ASPECTS AND SUMMARY OF THE
INVENTION

In response, it is now recognized that one aspect of the
present invention is to provide a differential pressure sensor
which can resolve the aforesaid problem of axial and/or
radial positioning of the magnetic sensor, preferably in such
a way that the positioning, in the phase of assembly of the
pressure sensor, is simple and/or rapid and/or reliable.

This aspect, and any others that will emerge from the
present application as a whole, are achieved by a differential
pressure sensor according to the following different embodi-
ments, as well as according to the appended claims, which
all represent further embodiments of the invention, also
variously combined with the aforesaid embodiments.

The invention relates to a differential pressure sensor
having an axis of extension and comprising:

a containment body defining a first cavity (at a first end)
and a second cavity (at a second end which is axially
opposite the first end), the containment body compris-
ing a separation wall between the first and the second
cavity;

a piston housed slidably in the first cavity in such a way
as to separate the latter into a first and a second
chamber, each chamber being in fluid communication
with the outside of the containment body, the piston
comprising a magnet (e.g. permanent) mounted on a
first axial end of the piston proximal to the separation
wall;

a magnetic sensor housed in the second cavity near the
separation wall, said magnetic sensor being designed to
sense the axial distance of the magnet from said sepa-
ration wall and to generate a signal (typically electrical)
representing that distance.

The term ‘axial’ is used with reference to said axis of
extension of the pressure sensor (for example, according to
context, it can mean along a direction parallel to said axis)
and the term ‘perpendicular’ is used with reference to a
generic plane perpendicular to said axis of extension.

Preferably, the differential pressure sensor comprises a
positioning system housed in the second cavity and having
a first axial end proximal to the separation wall, wherein at
least one portion of said first axial end supports the magnetic
sensor and is elastically yieldable in an axial direction and
away from the separation wall, and wherein the positioning
system is structured in such a way that when the positioning
system is moved (substantially axially) towards the separa-
tion wall, the magnetic sensor contacts the latter before the
positioning system arrives at an axial stroke end thereof
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inside the second cavity, said stroke end being reached
thanks to the above-mentioned elastic yielding.

According to the Applicant, the aforesaid features, in
particular the fact that at least one portion of the first axial
end supports the magnetic sensor and is elastically yieldable
in an axial direction and away from the separation wall and
that the positioning system is structured in such a way that
when the positioning system is moved (substantially axially)
towards the separation wall, the magnetic sensor contacts
the latter before the positioning system arrives at an axial
stroke end thereof inside the second cavity, said stroke end
being reached thanks to the above-mentioned elastic yield-
ing, enables the magnetic sensor to be positioned so as to
assure that it is in contact with the separation wall and with
a slight axial push against the latter, all in a simple and/or
rapid and/or reliable manner without the magnetic sensor
being subjected to excessive mechanical stresses. In fact,
when the positioning system is moved (substantially axially)
towards the separation wall, and the magnetic sensor con-
tacts the latter, said portion of the first axial end supporting
the magnetic sensor begins yielding elastically in an axial
direction and away from the separation wall and continues
to yield elastically during the rest of the stroke of the
positioning system until reaching the stroke end. Upon
reaching the axial stroke end, the portion of the first axial
end supporting the magnetic, eclastically yieldable sensor
remains (at least) elastically deformed in the axial direction,
away from the separation wall, thereby maintaining the
sensor lightly pushed (due to the axial elastic return force)
against the separation wall. It shall be observed that the
expression ‘contact the separation wall” is to be understood
in a general sense, and comprises both the case of direct
contact with the separation wall and indirect contact, since,
for example, one or more elements (e.g. an insulating sheet)
may be interposed. In this regard, it shall also be observed
that said further elements can be considered as comprised in
the separation wall, so that the aforesaid expression again
refers to the case of direct contact.

Preferably, the magnetic sensor is based on the Hall effect.

Preferably, the axial length of the stroke of the positioning
system between the point in which the magnetic sensor
contacts the separation wall and the axial stroke end (this
length corresponding to the length of the axial elastic
yielding of the positioning system between the configuration
in the absence of stresses and the final end-of-stroke assem-
bly configuration) is greater than, or equal to, 0.1 mm, more
preferably greater than, or equal to, 0.3 mm, and/or less than,
or equal to, 1.5 mm, more preferably less than, or equal to,
1 mm. Advantageously, in such a manner the elastic yielding
is capable of absorbing the typical manufacturing geometric
tolerances of the positioning system and/or of the contain-
ment body and of thereby ensuring the correct axial and/or
radial positioning of the magnetic sensor.

Preferably, the positioning system comprises a position-
ing element having a portion at the first axial end which is
elastically yieldable in an axial direction and away from the
separation wall.

Preferably, the differential pressure sensor and/or one or
more of the elements thereof (e.g. the first and/or the second
cavity, the piston, the containment body and/or the position-
ing element) has/have a substantially annular configuration
with an axis coinciding with said axis of extension (thus
being defined a radial direction having a perpendicular
direction), more preferably it has/they have (substantially) a
cylindrical symmetry with an axis coinciding with the axis
of extension. In this manner, positioning errors are reduced.

10

15

20

25

30

35

40

45

50

55

60

65

4

Preferably, the positioning element comprises a main
body, more preferably with a substantially annular configu-
ration with an axis coinciding with said axis of extension.
Preferably, the main body of the positioning element is
substantially rigid.

Preferably, said elastically yieldable portion of the posi-
tioning element is elastically connected to the main body
and facing towards the separation wall.

Preferably, said portion of the positioning element is
elastically yieldable in an axial direction and away from the
separation wall at two mutually opposite points relative to
the axis. This serves to assure a correct elastic yielding, since
the elastic deformation is symmetrical relative to the axis.
The magnetic sensor (and the first supporting element) is
thus not subject to perpendicular/radial movements and/or
rotations, thus ensuring the correct perpendicular/radial
positioning of the sensor.

Preferably, the positioning element comprises a first pair
of protrusions protruding axially from the main body
towards the separation wall, said first pair comprising said
elastically yieldable portion of the positioning element.
Preferably, the protrusions of the first pair are mutually
opposite relative to the axis of extension and comprise
respectively the aforesaid two points.

Preferably, each of the protrusions of the first pair has at
least one first upright extending (substantially), in the
absence of deformation forces, in an axial direction and
connected with the main body and a mobile element con-
nected to (the free end of) said first upright, in such a way
that the two mobile elements form said portion of the
positioning element that is elastically yieldable axially and
away from the separation wall. Preferably, a first arm
connects the mobile element to the first upright (e.g. to the
free end of the first upright), the first arm extending sub-
stantially transversely (e.g. perpendicularly) to the axis of
extension, more preferably extending substantially along an
arc of a circle (having its centre on the axis). Preferably, the
mobile element is connected to the main body of the
positioning element solely by interposing other structural
elements (e.g. upright, arm). Preferably, each of said pro-
trusions of the first pair has a second upright extending (in
the absence of deformation forces) parallel to the first
upright and directly connected with the main body specu-
larly to the first upright relative to the mobile element, said
mobile element being connected to said second upright
through a second arm, the second arm extending substan-
tially transversely (e.g. perpendicularly) to the axis of exten-
sion, more preferably extending substantially along an arc of
a circle (having its centre on the axis, for example an arc of
said circle), even more preferably specularly to the first arm
relative to the mobile element. In this manner, advanta-
geously, the mobile elements move along a (substantially)
axial trajectory, thus favoring the correct positioning (e.g.
perpendicular) of the magnetic sensor.

Advantageously, said elastic axial yielding of the portion
of the positioning element is achieved thanks to the elastic
deformation (bending and/or torsion) of the first (and sec-
ond) upright and of the first (and second) arm, and thanks to
the fact that the mobile element can fluctuate axially (and
radially) relative to the main body of the positioning ele-
ment.

Preferably, said elastically yieldable portion of the posi-
tioning element (e.g. each protrusion of the first pair, pref-
erably each mobile element) has a first shoulder which forms
a first supporting surface facing towards the separation wall.
Preferably, said elastically yieldable portion of the position-
ing element (e.g. each mobile element) is elastically yield-
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able at said shoulder also in a perpendicular (e.g. radial)
direction away from the axis of extension. In this manner,
the first supporting element can be placed on the first
supporting surface (see further below) upon insertion by
axial sliding of the former. Preferably, said elastically yield-
able portion of the positioning element (e.g. each mobile
element) has an inclined surface immediately upstream of
the first shoulder so as to favor such insertion by sliding of
the first supporting element.

Preferably, the positioning element comprises a second
pair of protrusions protruding axially from the main body
towards the separation wall. Preferably, said protrusions of
the second pair are mutually opposite relative to the axis of
extension. Preferably, said protrusions of the second pair are
(regularly) interspersed with the protrusions of the first pair.

Preferably, each of the protrusions of the second pair has,
preferably at the free end, a second shoulder which forms a
second supporting surface facing towards the main body of
the positioning element (or facing the first surface).

Typically, each of the protrusions of the second pair is
axially rigid and connected to the main body.

Preferably, each of the protrusions of the second pair has
a respective first and second upright, which extend substan-
tially axially (and are substantially axially rigid) and are
connected with the main body, and a respective arm that
connects the two uprights, the respective arm extending
substantially transversely (e.g. perpendicularly) to the axis
of extension, more preferably extending substantially along
an arc of a circle (having its centre on the axis, for example
along an arc of said circle). Preferably, said second shoulder
of the protrusions of the second pair is fashioned on said
respective arm on the side facing towards the axis.

Preferably, the positioning system comprises at least one
first supporting element, on a first face of which the mag-
netic sensor is rigidly mounted, and moreover, typically, a
temperature sensor.

Preferably, the first supporting element is part of said
portion of the first axial end that is elastically yieldable in an
axial direction.

Preferably, said first supporting element is snap fitted (in
the absence of elastic deformations of the positioning sys-
tem, e.g. prior to assembly of the positioning system in the
differential pressure sensor) onto the positioning element at
the first axial end in such a way that the first face thereof is
facing towards the separation wall, more preferably being
wedged between said first and second supporting surface,
which are mutually facing. It shall be observed that upon the
completion of assembly, the first supporting element is
typically detached from the second supporting surface and
slightly pushed against the first supporting surface.

Preferably, the differential pressure sensor comprises an
electronic processing and control system configured to
acquire and process the signal generated by the magnetic
sensor (and optionally also a respective signal generated by
the temperature sensor) and to generate, as a function of said
signal generated by the magnetic sensor (and optionally of
said signal generated by the temperature sensor), an output
signal representing a pressure difference between the first
and the second cavity.

Preferably, said first supporting element is an electronic
card comprising printed circuits and/or electronic compo-
nents forming part of the electronic system.

Preferably, the positioning system comprises a second
supporting element that is distinct and separate axially from
the first supporting element.

Preferably, said first and/or second supporting element
has/have a substantially disk-shaped configuration.
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Preferably, said second supporting element is an elec-
tronic card comprising printed circuits and/or electronic
components forming part of the electronic system, includ-
ing, for example, a electronic processor and a connector for
the electrical interface with the differential pressure sensor.
Preferably, a flexible electrical connection electrically con-
nects the circuits and/or the electronic components of the
first and second supporting element.

According to the Applicant, the distribution of the elec-
tronic system over two axially distributed supporting ele-
ments is particularly rational and effective, as it enables a
reduction in the overall dimensions of the pressure sensor
and, moreover, a simple and/or rapid and/or reliable assem-
bly thereof.

Preferably, said second supporting element is snap fitted
onto the positioning element at a second axial end of the
positioning system, more preferably being wedged between
a third and a fourth supporting surface of the positioning
element, which are mutually facing. Preferably, said third
supporting surface extends in a plane perpendicular to the
axis and belongs to the terminal surface of the main body of
the positioning element at the second axial end. Preferably,
said fourth surface is defined by a third shoulder fashioned
in a third pair of protrusions protruding axially from the
main body away from the separation wall. Preferably, said
protrusions of the third pair are mutually opposite relative to
the axis of extension. Preferably, said protrusions of the third
pair are elastically yieldable in a perpendicular direction
away from the axis of extension, and more preferably each
comprises an inclined surface for the axial insertion of the
second supporting element.

Preferably, the positioning element comprises a first ref-
erence surface (e.g. extending perimeterally/circumferen-
tially) facing towards the separation wall (e.g. lying in a
plane perpendicular to the axis) and in contact, when the
positioning system is at the stroke end, with a respective stop
element formed in the second cavity of the containment
body.

Preferably, the positioning element comprises a second
reference surface extending perimetrally and axially (e.g.
perpendicular to the first surface) and facing towards (e.g. in
contact, taking into account the necessary play) an inner
surface of the second cavity. In this manner, the correct axial
and perpendicular positioning of the magnetic sensor is
assured with only two reference surfaces.

Preferably, the containment body comprises a respective
main body (comprising said separation wall) and a shell
coupled with the main body in such a way as to close off the
second cavity.

Preferably, the axial end perimetral edge of the shell
facing towards the separation wall is in contact with a third
reference surface of the positioning element, facing in the
opposite direction relative to the first reference surface. In
this manner, the correct positioning of the shell relative to
the positioning system is assured. Preferably, the positioning
element (e.g. the main body thereof) has a perimetral flange
(e.g. circumferential) protruding perpendicularly (e.g. radi-
ally) away from the axis and on which one or more of the
aforesaid reference surfaces are fashioned.

Preferably, a resin, e.g. an electrically insulating one, at
least partially fills the space inside the shell left free by the
positioning system, more preferably, up to a level such that
at least said elastically yieldable portion of the first axial end
of the positioning system (e.g. at least the first pair of
protrusions and the first supporting element) is left free by
the resin.
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Preferably, the positioning system has an internal com-
partment and at least one opening passing through perpen-
dicularly (more preferably, two openings passing through
perpendicularly and mutually opposite relative to the axis)
s0 as to render the internal compartment accessible from the
outside. Preferably, the second supporting element has a
channel at each pass-through opening(s). In this manner it is
possible to inject the resin into the shell as specified below.

Preferably, the containment body comprises an adjust-
ment grub screw mechanically coupled to said main body in
such a way as to close off said first cavity at the axial end
opposite the separation wall. Preferably, a spring is inter-
posed between the piston and the adjustment grub screw.

Preferably, the main body of the containment body and/or
the shell and/or the piston and/or the adjustment grub screw
and/or the spring are/is made of a metal such as steel (e.g.
stainless steel) or, more preferably, brass (or alloys thereof).

Preferably, the positioning element and/or the shell and/or
said first and/or said second supporting element are/is made
of plastic material.

In a further aspect, the invention relates to a method for
assembling the differential pressure sensor of the present
invention, comprising (axially) inserting the first supporting
element with a snap fit into the positioning element (e.g.
until it is interposed between the first and the second
supporting surface), (axially) inserting the second support-
ing element with a snap fit into the positioning element (e.g.
until it is interposed between the third and the fourth
supporting surface), inserting the positioning system thus
formed into the shell and, finally, inserting the assembly
formed by the positioning system and the shell into the
second cavity up to the stroke end.

Optionally, before the aforesaid assembly is inserted, it is
positioned with the shell disposed below the positioning
element and electrically insulating resin is injected into the
internal compartment of the positioning system and, via the
pass-through opening(s) and the bevel(s) of the second
supporting element, into an internal compartment of the
shell left free by the positioning system, up to the aforesaid
level.

Additional features and advantages will be more apparent
from the detailed description of some example, but non-
exclusive embodiments, of a differential pressure sensor in
accordance with the present invention. The description will
be set forth here below with reference to the appended
drawings, provided solely by way of non-limiting illustra-
tion in which like reference numerals designate the same
elements.

BRIEF DESCRIPTION OF THE DRAWINGS

FIG. 1 shows a partial, schematic, partially cut-away
perspective view of a differential pressure sensor according
to the present invention, in the configuration in which the
positioning system is at the stroke end.

FIG. 2 shows a partial, schematic sectional view of the
differential pressure sensor in FIG. 1 along the section plane
II-11.

FIG. 3 shows a partial and partially exploded perspective
view of the differential pressure sensor in FIG. 1.

FIG. 4 shows a partial schematic perspective view of the
positioning system of the sensor in FIG. 1;

FIG. 5 shows a perspective view of the positioning
element of the sensor in FIG. 1.

DETAILED DESCRIPTION OF THE
PREFERRED EMBODIMENTS

Reference will now be made in detail to embodiments of
the invention. Wherever possible, same or similar reference
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numerals are used in the drawings and the description to
refer to the same or like parts or steps. The drawings are in
simplified form and are not to precise scale. The word
‘couple’ and similar terms do not necessarily denote direct
and immediate connections, but also include connections
through intermediate elements or devices. For purposes of
convenience and clarity only, directional (up/down, etc.) or
motional (forward/back, etc.) terms may be used with
respect to the drawings. These and similar directional terms
should not be construed to limit the scope in any manner. It
will also be understood that other embodiments may be
utilized without departing from the scope of the present
invention, and that the detailed description is not to be taken
in a limiting sense, and that elements may be differently
positioned, or otherwise noted as in the appended claims
without requirements of the written description being
required thereto.

Various operations may be described as multiple discrete
operations in turn, in a manner that may be helpful in
understanding embodiments of the present invention; how-
ever, the order of description should not be construed to
imply that these operations are order dependent.

With reference to the appended figures, the reference
number 1 indicates a differential pressure sensor according
to the present invention.

The differential pressure sensor comprises a containment
body 2 (typically rigid) defining a first cavity 3 at a first end
and a second cavity 4 at a second end opposite the first end
along an axis of extension 5 of the pressure sensor, the
containment body comprising a separation wall 6 between
the first and the second cavity (extending perpendicularly to
the axis 5). In the present application, every reference to the
axis of extension is intended to mean the axis passing in a
perpendicularly central (or median) position of the sensor, as
shown in FIG. 2.

The sensor 1 typically comprises a piston 7 housed
slidably in the first cavity in such a way as to separate the
latter (e.g. by means of an o-ring, a seal and/or with a slight
leakage of fluid) into a first 8 and a second chamber 9, each
chamber being in fluid communication (for example by
means of the hydraulic conduits 10) with the outside of the
containment body (so that the pressure of the fluid in the
chambers 8 and 9 is equal to the pressure of the fluid in the
two points of the circuit being monitored).

The piston comprises a permanent magnet 11 mounted on
a first axial end of the piston which is proximal to the
separation wall.

The sensor 1 further comprises a magnetic sensor 12
housed in the second cavity 4, near the separation wall 6, the
magnetic sensor being designed to sense the axial distance
of the magnet 11 from the separation wall and to generate a
signal representing tale distance.

Preferably, the first and the second cavity, the piston and
the containment body substantially have (with the exception
of'a few details such as appropriate bevels, keying surfaces,
etc, as shown in the figure) a cylindrical symmetry around
the axis of extension.

Preferably, the differential pressure sensor comprises a
positioning system 20 housed in the second cavity and
having a first axial end 21a proximal to the separation wall,
wherein at least one portion 22 of said first axial end 21a
supports the magnetic sensor and is elastically yieldable in
an axial direction and away from the separation wall, and
wherein the positioning system is structured in such a way
that when the positioning system is moved substantially
axially toward the separation wall, the magnetic sensor
contacts the latter before the positioning system arrives at an



US 9,423,314 B2

9

axial end stroke inside the second cavity, said end stroke
being reached thanks to the aforesaid elastic yielding.

It shall be observed that the expression ‘contact the
separation wall” also includes the case, shown in the figure,
of'indirect contact of the magnetic sensor with the separation
wall, since, for example, one or more elements may be
interposed (e.g. an electrically insulating sheet 13, made, for
example, of Mylar in a thickness of 0.1 mm, which can also
be considered as comprised within the separation wall).

Preferably, the positioning system 20 comprises a posi-
tioning element 23 having a portion 24 at the first axial end
21a, which is elastically yieldable in an axial direction and
away from the separation wall.

Preferably, the positioning element 23 has a substantially
annular configuration, and an axis coinciding with the axis
of extension 5.

Preferably, the positioning element comprises a main
body 25 with a substantially annular configuration and an
axis coinciding with the axis of extension.

Preferably, the portion 24 of the positioning element is
elastically yieldable in an axial direction and away from the
separation wall in two mutually opposite points relative to
the axis 5 (in the example in the figure, the two points are
diametrically opposed to each other).

Preferably, the positioning element 23 comprises a first
pair of protrusions 26 protruding axially from the main body
towards the separation wall and diametrically opposed, the
elastically yieldable portion 24 of the positioning element
forming part of such protrusions 26.

Preferably, each protrusion 26 has a first upright 27, which
extends substantially axially (and is substantially rigid in the
axial direction) and is connected with the main body (e.g. by
means of a section bent into an elbow), and a mobile element
28 connected to the first upright in such a way that the two
mobile elements 28 form the portion 24 of the elastically
yieldable positioning element. Preferably, a first arm 29
connects the mobile element to the first upright, the first arm
extending substantially in a plane perpendicular to the axis
and substantially along an arc of a circle having its centre on
the axis. Preferably, the mobile element 28 is not directly
connected to the main body. Preferably, each of the protru-
sions 26 has a second upright 30 (substantially axially rigid)
extending parallel to the first upright 27 and connected with
the main body specularly to the first upright relative to the
mobile element, the mobile element 28 being also connected
to the second upright by means of a second arm 31, the
second arm extending substantially perpendicularly to the
axis of extension and along an arc of the same circle of the
first arm. The axial elastic yielding of the mobile elements
28 is achieved, by way of example, thanks to the elastic
deformation of the first (and optionally second) upright 27,
30 (e.g. by bending at the point of the elbow and/or rotation
about its longitudinal axis) and of the first (and optionally
second) arm 29, 31 (e.g. by bending and/or torsion on its
longitudinal axis).

It shall be observed that FIGS. 3-5 show the positioning
system and/or the positioning element in a non-deformed
configuration (absence of deformation forces). In FIGS. 1
and 2 the positioning system is at the stroke end; however,
the elastic deformations to which the positioning element is
subjected have not been illustrated in detail, the figure being
limited to illustrating the corresponding position assumed by
the mobile elements 28 and the first supporting element 40.

Preferably, each mobile element 28 has a first shoulder
that forms a first supporting surface 32 facing towards the
separation wall 6. Preferably, the elastically yieldable por-
tion 24 of the positioning element is elastically yieldable, at
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the shoulder, also in a radial direction away from the axis of
extension (thanks to the radial flexibility of the first and/or
second arm and of the first and/or second upright). Prefer-
ably, an inclined surface 33 is present immediately upstream
of the first shoulder so as to favor the insertion by axial
sliding of the first supporting element 40 until it is placed on
the first supporting surface 32.

Preferably, the positioning element comprises a second
pair of protrusions 34 protruding axially from the main body
towards the separation wall and diametrically opposed.
Preferably, the protrusions 34 of the second pair are regu-
larly interspersed with the protrusions 26 of the first pair.

Preferably, each protrusion 34 has a second shoulder that
forms a second supporting surface 35 facing towards the
main body.

Preferably, each protrusion 34 has a respective first and
second upright 36, which extend substantially axially and
are connected with the main body, and a respective arm 37,
which connects the two uprights, the respective arm extend-
ing perpendicularly and along an arc of the same circle of the
first and/or second arm. Preferably, the second shoulder is
fashioned on the respective arm 37.

Preferably, the positioning system 20 comprises at least
one first supporting element 40 on a first face of which there
is rigidly mounted the magnetic sensor and, more preferably,
a temperature sensor 41.

Preferably, the first supporting element is snap fitted (in
the absence of elastic deformations of the positioning sys-
tem) onto the positioning element at the first axial end 21a
in such a way that the first face thereof is facing towards the
separation wall, being more preferably wedged between said
first 32 and second supporting surface 35, which are mutu-
ally facing.

Preferably, the positioning system comprises a second
supporting element 42 that is distinct and separate axially
from the first supporting element.

Preferably, the differential pressure sensor comprises the
aforesaid electronic processing and control system 100.

Preferably, the first and/or second supporting element
is/are an electronic card comprising printed circuits and/or
electronic components (shown only schematically in the
figure) belonging to the electronic system 100. For example,
the second supporting element comprises at least one elec-
tronic processor 43 and a connector 44 for the electrical
interface of the differential pressure sensor. Preferably, a
flexible electrical connection (not shown), e.g. a flexible
four-line tape, electrically connects the circuits and/or elec-
tronic components of the first and second supporting ele-
ment.

Preferably, the second supporting element 42 is snap fitted
onto the positioning element 23 at a second axial end 215 of
the positioning system, being more preferably wedged
between a third 45 and a fourth 46 supporting surface of the
positioning element, which are mutually facing. Preferably,
the third supporting surface 45 extends in a plane perpen-
dicular to the axis and belongs to the terminal surface of the
main body 25 of the positioning element 23 at the second
axial end 2154 (see FIG. 3). Preferably, said fourth surface 46
is defined by a third shoulder fashioned in a third pair of
protrusions (or couplings) 47 protruding axially from the
main body away from the separation wall. Preferably, the
protrusions 47 are mutually diametrically opposed and are
elastically yielding in a radial direction away from the axis
of extension, each comprising an inclined surface 48 for the
axial insertion of the second supporting element 42.

Preferably, the main body 25 of the positioning element
23 comprises a first reference surface 50 facing towards the
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separation wall (e.g. lying in a plane perpendicular to the
axis) and in contact, when the positioning system is at the
stroke end, with a respective stop element 51 (e.g. extending
circumferentially in a perpendicular plane) fashioned on the
containment body in the second cavity.

Preferably, the main body 25 of the positioning element
comprises a second reference surface 52 extending perim-
eterally and axially and facing towards an inner surface 53
of the second cavity.

Preferably, the containment body 2 comprises a respective
main body 54, more preferably in one piece, comprising the
separation wall 6, and a shell 55 coupled (e.g. by cold plastic
perimetral deformation of the axial end perimetral edge of
the main body, as shown in FIGS. 1-3) to the main body 54
in such a way as to close off the second cavity.

Preferably, the axial end perimetral edge 56 of the shell
facing towards the separation wall is in contact with a third
reference surface 57 of the main body 25 of the positioning
element. Preferably, the main body 25 of the positioning
element has a circumferential flange 58 protruding radially
away from the axis and on which the three reference surfaces
are fashioned.

Preferably, a resin (not shown), e.g. electrically insulat-
ing, at least partially fills the space inside the shell left free
by the positioning system, more preferably, up to a level
(shown by way of example as level A-A in FIG. 2) such that
at least the elastically yieldable portion 22 of the first axial
end 21a of the positioning system (e.g. at least the first pair
of protrusions 26 and the first supporting element 40) is left
free by the resin. Optionally, a suitable level indicator 19 is
fashioned on the positioning element in order to view the
correct resin level.

Preferably, the positioning system 20 has an internal
compartment 61 and two diametrically opposed pass-
through openings 60, in order to make the internal compart-
ment accessible from the outside. Preferably, the second
supporting element has a channel 62 at the pass-through
openings.

Preferably, the containment body comprises an adjust-
ment grub screw 65 coupled (e.g. by means of a thread) to
the main body 54 in such a way as to close off the first cavity.
Preferably, a spring 66 is interposed between the piston and
the adjustment grub screw.

Having described at least one of the preferred embodi-
ments of the present invention with reference to the accom-
panying drawings, it will be apparent to those skills that the
invention is not limited to those precise embodiments, and
that various modifications and variations can be made in the
presently disclosed system without departing from the scope
or spirit of the invention. Thus, it is intended that the present
disclosure cover modifications and variations of this disclo-
sure provided they come within the scope of the appended
claims and their equivalents.

What is claimed is:

1. A differential pressure sensor, having an axis of exten-
sion, comprising:

a containment body defining a first and a second cavity,
the containment body comprising a separation wall
between the first and the second cavity;

a piston housed slidably in the first cavity in such a way
as to separate the latter into a first and a second
chamber, each chamber being in fluid communication
with the outside of the containment body, the piston
comprising a magnet mounted on a first axial end of the
piston proximal to the separation wall;

a magnetic sensor housed in the second cavity near the
separation wall, the magnetic sensor being designed to
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sense the axial distance of the magnet from the sepa-
ration wall and to generate a signal representing said
distance;

wherein the differential pressure sensor further comprises
a positioning system housed in the second cavity and
having a first axial end proximal to the separation wall,
wherein at least one portion of the first axial end
supports the magnetic sensor and is elastically yield-
able in an axial direction and away from the separation
wall and wherein the positioning system is structured in
such a way that when the positioning system is moved
towards the separation wall the magnetic sensor con-
tacts the latter before the positioning system reaches a
relative axial stroke end inside the second cavity, the
stroke end being reached thanks to the above-men-
tioned elastic yielding.

2. The sensor, according to claim 1, wherein:

the axial length of the stroke of the positioning system
between the point in which the magnetic sensor con-
tacts the separation wall and the relative axial stroke
end is greater than, or equal to, 0.1 mm.

3. The sensor, according to claim 2, wherein:

the positioning system further comprises:

a positioning element having a portion at the first axial
end which is elastically yieldable in an axial direction
and away from the separation wall.

4. The sensor, according to claim 1, wherein:

the positioning system comprises a positioning element
having a portion at the first axial end which is elasti-
cally yieldable in an axial direction and away from the
separation wall.

5. The sensor, according to claim 4, wherein:

the portion of the positioning element is elastically yield-
able in an axial direction and away from the separation
wall at two points mutually opposite with respect to the
axis of extension.

6. The sensor, according to claim 4, wherein:

the positioning element comprises a main body, wherein
the portion of the positioning element which is elasti-
cally yieldable is elastically connected to the main body
and facing the separation wall and wherein the posi-
tioning element comprises a first pair of protrusions
protruding axially from the main body towards the
separation wall; and

the first pair comprising:
said portion of the positioning element which is elas-

tically yieldable, the protrusions of the first pair
being mutually opposite with respect to the axis of
extension.

7. The sensor, according to claim 6, wherein:

each of the protrusions of the first pair have at least one
first upright extending, in the absence of deformation
forces, substantially in an axial direction and connected
with the main body, a mobile element connected to the
first upright and a first arm connecting the mobile
element to the first upright;

the first arm extending substantially transversely to the
axis of extension, wherein each of the protrusions of the
first pair has a second upright with an extension parallel
to the first upright and connected with the main body
specularly to the first upright relative to the mobile
element, the mobile element being connected to the
second upright through a second arm with an extension
substantially transversal to the axis of extension. in
such a way that the two mobile elements form the
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portion of the positioning element which is elastically
yieldable in an axial direction and away from the
separation wall;

said elastic yielding in an axial direction of the portion of
the positioning element being achieved upon the elastic
deformability of the first and second upright and of the
first and second arm and upon the arrangement that the
mobile element is connected to the main body of the
positioning element only by the interposing of other

14

ponents forming part of the electronic system, and
wherein the first and second supporting element are
snap fitted. in the absence of elastic deformations of the
positioning system, on the positioning element at two
relative axial opposite ends.

10. A method for assembling the differential pressure

sensor, according to claim 9, comprising the steps of:

axially inserting the first supporting element with a snap
fit in the positioning element, axially inserting the
second supporting element with a snap fit in the posi-

structural elements. 10 A . . . .
8. The sensor, according to claim 4, wherein: tioning element and lastly axially inserting the posi-
the positioning system comprises at least one first sup- 1 ln%llmg system in th(;:.secondlc %Vlt}:‘uP LO th.e étroke end.
porting element on a first face of which is rigidly h. © Sensor, alc cor mi‘% tohc am &, W e.reln.
mounted the magnetic sensor, the first supporting ele- the positioning element further comprises: .
ment forming part of the portion of the first axial end 15 @ first reference surface facing towards the separation wall
elastically yieldable in an axial direction, wherein the andkln c%ntac.tilwhen the. posmonllng sys;em lsde.lt tﬁe
portion of the positioning element elastically yieldable stroxe end, with a respective stop element lormed in the
has a first shoulder which forms a first supporting second cavity of the containment body and a second
surface facing towards the separation wall and an rf:ference su.rface having a Penmetral and axial exten-
inclined surface upstream of the first shoulder to favor 20 ston and fﬁcmg to;)lvards an mner suifage of the s.econd
an insertion by axial sliding of the first supporting cavity, Wwhereln the containment body COMPIISEs a
element, wherein the positioning element has a second respective main body and a shell coupled with the main
shoulder which forms a second supporting surface body m such a way as 1o close the second cavity,
facing the first supporting surface, and wherein the first Wh.ereln the perimetral edg.e of the a?ﬂ%l end of the §hell
25 facing towards the separation wall is in contact with a

supporting element, in the absence of elastic deforma-
tions of the positioning system, is snap fitted between
the first and second supporting surface on the position-
ing element at the first axial end in such a way that the
relative first face faces towards the separation wall.

third reference surface of the positioning element,
facing in the opposite direction to the first reference
surface, and wherein a resin partially fills the space
inside the shell left free by the positioning system up to
a level such that at least the elastically yieldable portion

9. The sensor, according to claim 4, wherein: 30

the differential pressure sensor further comprises:

an electronic processing and control system designed for
acquiring and processing the signal generated by the
magnetic sensor and for generating, as a function of the
signal generated by the magnetic sensor, an output 33
signal representing a pressure difference between the
first and the second chamber, wherein the positioning
system comprises a first supporting element on a first
face of which is rigidly mounted the magnetic sensor
and a second supporting element distinct and separate 40
axially from the first supporting element, the first and
second supporting element each being an electronic
card comprising printed circuits and/or electronic com- L

of the first axial end of the positioning system is left
free by the resin.

12. The sensor, according to claim 1, wherein:

the axial length of the stroke of the positioning system
between the point in which the magnetic sensor con-
tacts the separation wall and the relative axial stroke
end is less than, or equal to 1.5 mm.

13. The sensor, according to claim 12, wherein:

the positioning system further comprises a positioning
element having a portion at the first axial end which is
elastically yieldable in an axial direction and away
from the separation wall.



